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PRODUCT DISCLOSURE INFORMATION

Supporting documentation  The following additional documentation supports the above statements:

Title (type) Version URL

CemCrete™ SDS (Certification, Design, Test results) https://cdn.ramset.com.au/wp-content/uploads/2023/07/ramset_CM-
CRL5_SDS_chemcrete_NZ.pdf

CemCrete™ TDS (Certification, Design, Installation, Test 
results)

https://cdn.ramset.com.au/wp-content/uploads/2023/07/ramset_
CMCRL5_TDS_Cemcrete%E2%84%A2.pdf

CemCrete™ VOC (Certification, Design, Test results) https://cdn.ramset.com.au/wp-content/uploads/2023/07/Ramset_
datasheet_Cemcrete-VOC-Data-Sheet-VOC_datasheet.pdf

CemCrete™ webpage (Design, Installation) https://ramset.co.nz/product/cemcrete/

Contact details

Manufacture location Overseas

Legal and trading name of manufacturer Ramset™ Australia

Legal and trading name of importer Ramset™ New Zealand

Importer address for service 29 Poland Road, Auckland, 0627, New Zealand 

Importer website ramset.co.nz

Importer email info@ramset.co.nz

Importer phone number 0800 726 738

Importer NZBN 9429039833129

Warnings and bans

This product line is not subject to any 
warning or ban under Section 26 of the 
Building Act 2004

Product Identifier CMCRL5, CMCRL20 

Product description 
CemCrete™ is a high molecular weight polymer concentrate, which when diluted and added to cement mixtures reduce cracking and improve adhesion..

Relevant building code clauses 
F2 Hazardous building materials - F2.3.1

Contributions to compliance 
For F2 Hazardous building materials refer to the CemCrete™ SDS (Safety Data Sheet) listed in supporting documentation.

Scope of use 
CemCrete™ is a high molecular weight polymer concentrate, which when diluted and added to cement mixtures reduce cracking and improve adhesion. 
CemCrete™ also aids bonding of concrete, renders, mortars and toppings to existing concrete, block and brick. It is ideal for priming porous surfaces for ceramic 
tiling, and to add flexibility to cement tile grouts and adhesives. 

Features and benefits:
• Improves strength and toughness of cement mixtures 
• Improves adhesion of cement mixtures to existing concrete, brick and block 
• Strong bond 
• User friendly – clean up with water & low odour 

Conditions of use 
CemCrete™ should only be used by a skilled professional within the parameters set out on the Ramset™ webpage.
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For further information, please contact Ramset™

NZ - PHONE: 0800 RAMSET (726738)      www.ramset.co.nz 
AU - PHONE: 1300 780 063     www.ramset.com.au

Appendix - Building code performance clauses
All relevant building code performance clauses listed in this document:
F2 Hazardous building materials
F2.3.1
The quantities of gas, liquid, radiation or solid particles emitted by materials used in the construction of buildings, shall not give rise to harmful concentrations at the surface of the material where the 
material is exposed, or in the atmosphere of any space.
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